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ASBESTOS ABATEMENT NOTES:

1.

CONTRACTOR SHALL BE RESPONSIBLE FOR VISITING THE JOB SITE AND
DETERMINING ALL QUANTITIES, MEASUREMENTS, AND ANY OTHER CONDITIONS
RELATIVE TO THE ENTIRE PROJECT. THE DRAWINGS ARE ONLY A DIAGRAMMATICAL
REPRESENTATION OF THE WORK AREA AND MAY NOT CONSTITUTE THE ACTUAL
QUANTITIES AND LOCATIONS OF THE MATERIAL. CONTRACTOR IS RESPONSIBLE
FOR CONFIRMATION OF THE ACTUAL TOTAL QUANTITIES AND LOCATIONS OF THE
WORK PRIOR TO BIDDING.

ALL WINDOWS ASSOCIATED WITH THE WESTERN PLANT SHALL BE REMOVED AS
ACM. WINDOW ABATEMENT SHALL INCLUDE THE REMOVAL AND DISPOSAL AS ACM
OF ALL CAULK, GLAZE, SEALANTS, FLASHING, MASTIC AND RESIDUE ASSOCIATED
WITH THE WINDOWS AND WINDOW OPENINGS. THE ABATEMENT CONTRACTOR SHALL
REMOVE THE WINDOWS, INCLUDING FRAME, IN ITS ENTIRETY. UNLESS OTHERWISE
APPROVED BY THE CONSTRUCTION MANAGER, THE CONTRACTOR SHALL BE
RESPONSIBLE FOR REMOVAL OF ALL WINDOWS AS ACM REGARDLESS OF WHETHER
OR NOT THEY ARE SHOWN ON THE CONTRACT PLANS, INCLUDING WINDOWS
ASSOCIATED WITH ROOFTOP STAIR TOWERS AND OTHER STRUCTURES.

EXTERIOR WALL COATING ON SELECT PORTIONS OF THE FACILITY, AS SHOWN ON
THE CONTRACT PLANS, WAS DETERMINED TO BE FRIABLE ASBESTOS CONTAINING
MATERIAL. THE ACM COATING IS A FRIABLE PLASTER MATERIAL AND SHALL BE
REMOVED IN ITS ENTIRETY TO THE UNDERLYING CONCRETE AND/OR BRICK
SUBSTRATE PRIOR TO DEMOLITION.

SILVER PAINT LOCATED ON STEEL COMPONENTS INCLUDING STRUCTURAL BEAMS
THROUGHOUT THE BOILER ROOM HAS BEEN DETERMINED TO BE ACM. THE
CONTRACTOR SHALL REMOVE AND DISPOSE OF THE SILVER ACM PAINT IN ITS
ENTIRETY DOWN TO THE SUBSTRATE OR DISPOSE OF THE IMPACTED COMPONENT
IN ITS ENTIRETY AS ACM.

ALL FLANGE GASKETS ASSOCIATED WITH MECHANICAL EQUIPMENT SUCH AS PIPING,
PUMPS, FANS AND BLOWERS THROUGHOUT THE FACILITY SHALL BE REMOVED AS
ACM UNLESS OTHERWISE APPROVED BY THE CONSTRUCTION MANAGER. THE
LOCATION OF THE GASKETS IS WIDESPREAD THROUGHOUT ALL LEVELS OF THE
FACILITY (BASEMENTS THROUGH ROOFS) AND NOT SHOWN ON THE CONTRACT
PLANS.

EXTERIOR TRANSITE WALLS/SIDING EXIST AT SELECT PORTIONS OF THE FACILITY
AS IDENTIFIED ON THE CONTRACT PLANS. THE CONTRACTOR SHALL REMOVE THE
TRANSITE WALLS/SIDING AS ACM PRIOR TO DEMOLITION.

EXTERIOR CORRUGATED SIDING WITH AN ACM COATING EXISTS AT SELECT
PORTIONS OF THE FACILITY AS IDENTIFIED ON THE CONTRACT PLANS.
ADDITIONALLY, THE MATERIAL HAS BEEN DETERMINED TO BE PCB BULK PRODUCT
WASTE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE REMOVAL AND
DISPOSAL OF THE CORRUGATED SIDING PANELS AS COMMINGLED ACM AND PCB
BULK PRODUCT WASTE.

ACMTO BE REMOVED UNITS PHIA | ES::/'I?'TEDl QL::‘N‘:'ITY YR,

WINDOW CAULK/GLAZE SF QUANTITY INCLUDED ON AA-101
| EXTERIOR WALL COATING SF QUANTITY INCLUDED ON AA-101

@ | TRANSITE WALL/SIDING SF - | - | - | 250
SILVER PAINT SF QUANTITY INCLUDED ON AA-101

HHHH CORRUGATED SIDING SF 2,000 | - | - | -
FLANGE GASKETS SF QUANTITY INCLUDED ON AA-101
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E — j APPROXIMATE LIMITS OF INDIVIDUAL

— BUILDING SECTION

H## DESIGNATES BUILDING SECTION
NUMBER

TUNNELS PREMIOUSLY DEMOLISHED

20 0 20

SCALE IN FEET

PROJ. ENG.: CLIENT; J0B TITLE AND LOCATION: LIRO JOB NO.:
M.J.W. BEECH-NUT PLANT DEMOLITION 18—216—1806
DESIGNED BY: \/I O >| I GOMERY 102 CHURCH STREET SHEET oF
WARNING JJ.C. — CANAJOHARIE, NY 13317 1520
IT IS A VIOLATION OF SECTION 7209, SUBDIVISION 2, OF THE NEW YORK STATE CHECKED BY: COUNTY NY DRAWNG TILE: FIGURE NO.
O TS DRAMNG.TO ALTER INCANY Wiy AN ITEM ON. THHS BRANNG. - IF AN 1 2/3/20 | UPDATED ESTIMATED QUANTITY TABLE J.J.C.
ITEM IS ALTERED, THE ALTERING ENGINEER SHALL AFFIX TO THE ITEM HIS SEAL LiRo Engineers, nc. ASBESTOS ABATEMENT PLAN AA_ 1 02
AND THE NOTATION "ALTERED BY’ FOLLOWED BY HIS SIGNATURE AND THE DATE NO. DATE DESCRIPTION 690 Delomsare Averse DRAWN BY: DATE: SCALE: SECOND FLOOR
OF SUCH ALTERATION, AND A SPECIFIC DESCRIPTION OF THE ALTERATION. REVISIONS Buffalo, New York AM.K. JANUARY 2021 AS SHOWN
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TUNNELS PREMIOUSLY DEMOLISHED

ASBESTOS ABATEMENT NOTES:

1.

CONTRACTOR SHALL BE RESPONSIBLE FOR VISITING THE JOB SITE AND DETERMINING ALL
QUANTITIES, MEASUREMENTS, AND ANY OTHER CONDITIONS RELATIVE TO THE ENTIRE PROJECT. THE
DRAWINGS ARE ONLY A DIAGRAMMATICAL REPRESENTATION OF THE WORK AREA AND MAY NOT
CONSTITUTE THE ACTUAL QUANTITIES AND LOCATIONS OF THE MATERIAL. CONTRACTOR IS
RESPONSIBLE FOR CONFIRMATION OF THE ACTUAL TOTAL QUANTITIES AND LOCATIONS OF THE
WORK PRIOR TO BIDDING.

ALL WINDOWS ASSOCIATED WITH THE WESTERN PLANT SHALL BE REMOVED AS ACM. WINDOW
ABATEMENT SHALL INCLUDE THE REMOVAL AND DISPOSAL AS ACM OF ALL CAULK, GLAZE,
SEALANTS, FLASHING, MASTIC AND RESIDUE ASSOCIATED WITH THE WINDOWS AND WINDOW
OPENINGS. THE ABATEMENT CONTRACTOR SHALL REMOVE THE WINDOWS, INCLUDING FRAME, IN ITS
ENTIRETY. UNLESS OTHERWISE APPROVED BY THE CONSTRUCTION MANAGER, THE CONTRACTOR
SHALL BE RESPONSIBLE FOR REMOVAL OF ALL WINDOWS AS ACM REGARDLESS OF WHETHER OR
NOT THEY ARE SHOWN ON THE CONTRACT PLANS, INCLUDING WINDOWS ASSOCIATED WITH ROOFTOP
STAIR TOWERS AND OTHER STRUCTURES.

EXTERIOR WALL COATING ON SELECT PORTIONS OF THE FACILITY, AS SHOWN ON THE CONTRACT
PLANS, WAS DETERMINED TO BE FRIABLE ASBESTOS CONTAINING MATERIAL. THE ACM COATING IS
A FRIABLE PLASTER MATERIAL AND SHALL BE REMOVED IN ITS ENTIRETY TO THE UNDERLYING
CONCRETE AND/OR BRICK SUBSTRATE PRIOR TO DEMOLITION.

SILVER PAINT LOCATED ON STEEL COMPONENTS INCLUDING STRUCTURAL BEAMS THROUGHOUT THE
BOILER ROOM HAS BEEN DETERMINED TO BE ACM. THE CONTRACTOR SHALL REMOVE AND
DISPOSE OF THE SILVER ACM PAINT IN ITS ENTIRETY DOWN TO THE SUBSTRATE OR DISPOSE OF
THE IMPACTED COMPONENT IN ITS ENTIRETY AS ACM.

ALL FLANGE GASKETS ASSOCIATED WITH MECHANICAL EQUIPMENT SUCH AS PIPING, PUMPS, FANS
AND BLOWERS THROUGHOUT THE FACILITY SHALL BE REMOVED AS ACM UNLESS OTHERWISE
APPROVED BY THE CONSTRUCTION MANAGER. THE LOCATION OF THE GASKETS IS WIDESPREAD
THROUGHOUT ALL LEVELS OF THE FACILITY (BASEMENTS THROUGH ROOFS) AND NOT SHOWN ON
THE CONTRACT PLANS.

EXTERIOR TRANSITE WALLS/SIDING EXIST AT SELECT PORTIONS OF THE FACILITY AS IDENTIFIED ON
THE CONTRACT PLANS. THE CONTRACTOR SHALL REMOVE THE TRANSITE WALLS/SIDING AS ACM
PRIOR TO DEMOLITION.

EXTERIOR CORRUGATED SIDING WITH AN ACM COATING EXISTS AT SELECT PORTIONS OF THE
FACILITY AS IDENTIFIED ON THE CONTRACT PLANS. ADDITIONALLY, THE MATERIAL HAS BEEN
DETERMINED TO BE PCB BULK PRODUCT WASTE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR
THE REMOVAL AND DISPOSAL OF THE CORRUGATED SIDING PANELS AS COMMINGLED ACM AND PCB
BULK PRODUCT WASTE.

THE CONTRACTOR SHALL REMOVE ACM CEILING INSULATION FROM THE LOCATIONS INDICATED ON
THE CONTRACT PLANS. THE ACM IS APPLIED TO THE CONCRETE CEILING DECK AND IS COVERED
BY LAYERS OF CORK INSULATION, STYROFOAM INSULATION AND FIBERGLASS PANELING. THE
CONTRACTOR SHALL REMOVE ALL CEILING LAYERS AS ACM AND CLEAN THE CONCRETE DECK FREE
OF RESIDUE.

ESTIMATED QUANTITY
PH. 1A PH. Il PH. 11l PH. IV

ACMTO BE REMOVED UNITS

CEILING INSULATION SF 3,500 - - -

WINDOW CAULK/GLAZE SF QUANTITY INCLUDED ON AA-101

- | EXTERIOR WALL COATING SF QUANTITY INCLUDED ON AA-101

o | TRANSITE WALL/SIDING SF - ‘ 5,000 | - | -

SILVER PAINT SF QUANTITY INCLUDED ON AA-101

HHHHE CORRUGATED SIDING SF QUANTITY INCLUDED ON AA-101

FLANGE GASKETS SF QUANTITY INCLUDED ON AA-101

LEGEND:

E — j APPROXIMATE LIMITS OF INDIVIDUAL
— BUILDING SECTION

## DESIGNATES BUILDING SECTION
NUMBER

20 0 20

SCALE IN FEET
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ITEM IS ALTERED, THE ALTERING ENGINEER SHALL AFFIX TO THE ITEM HIS SEAL
AND THE NOTATION "ALTERED BY” FOLLOWED BY HIS SIGNATURE AND THE DATE

NO.

DATE

DESCRIPTION

OF SUCH ALTERATION, AND A SPECIFIC DESCRIPTION OF THE ALTERATION.
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ASBESTOS ABATEMENT NOTES:

1. CONTRACTOR SHALL BE RESPONSIBLE FOR VISITING THE JOB SITE AND DETERMINING ALL
QUANTITIES, MEASUREMENTS, AND ANY OTHER CONDITIONS RELATIVE TO THE ENTIRE PROJECT. THE
DRAWINGS ARE ONLY A DIAGRAMMATICAL REPRESENTATION OF THE WORK AREA AND MAY NOT
CONSTITUTE THE ACTUAL QUANTITIES AND LOCATIONS OF THE MATERIAL. CONTRACTOR IS
RESPONSIBLE FOR CONFIRMATION OF THE ACTUAL TOTAL QUANTITIES AND LOCATIONS OF THE WORK
PRIOR TO BIDDING.

2. ALL WINDOWS ASSOCIATED WITH THE WESTERN PLANT SHALL BE REMOVED AS ACM. WINDOW
ABATEMENT SHALL INCLUDE THE REMOVAL AND DISPOSAL AS ACM OF ALL CAULK, GLAZE,
SEALANTS, FLASHING, MASTIC AND RESIDUE ASSQOCIATED WITH THE WINDOWS AND WINDOW
OPENINGS. THE ABATEMENT CONTRACTOR SHALL REMOVE THE WINDOWS, INCLUDING FRAME, IN ITS
ENTIRETY. UNLESS OTHERWISE APPROVED BY THE CONSTRUCTION MANAGER, THE CONTRACTOR
SHALL BE RESPONSIBLE FOR REMOVAL OF ALL WINDOWS AS ACM REGARDLESS OF WHETHER OR NOT
THEY ARE SHOWN ON THE CONTRACT PLANS, INCLUDING WINDOWS ASSOCIATED WITH ROOFTOP STAIR
TOWERS AND OTHER STRUCTURES.

3. EXTERIOR WALL COATING ON SELECT PORTIONS OF THE FACILITY, AS SHOWN ON THE CONTRACT
PLANS, WAS DETERMINED TO BE FRIABLE ASBESTOS CONTAINING MATERIAL. THE ACM COATING IS
A FRIABLE PLASTER MATERIAL AND SHALL BE REMOVED IN ITS ENTIRETY TO THE UNDERLYING
CONCRETE AND/OR BRICK SUBSTRATE PRIOR TO DEMOLITION.

4. SILVER PAINT LOCATED ON STEEL COMPONENTS INCLUDING STRUCTURAL BEAMS THROUGHOUT THE
BOILER ROOM HAS BEEN DETERMINED TO BE ACM. THE CONTRACTOR SHALL REMOVE AND DISPOSE
OF THE SILVER ACM PAINT IN ITS ENTIRETY DOWN TO THE SUBSTRATE OR DISPOSE OF THE
IMPACTED COMPONENT IN ITS ENTIRETY AS ACM

5. ALL FLANGE GASKETS ASSOCIATED WITH MECHANICAL EQUIPMENT SUCH AS PIPING, PUMPS, FANS
AND BLOWERS THROUGHOUT THE FACILITY SHALL BE REMOVED AS ACM UNLESS OTHERWISE
APPROVED BY THE CONSTRUCTION MANAGER. THE LOCATION OF THE GASKETS IS WIDESPREAD
THROUGHOUT ALL LEVELS OF THE FACILITY (BASEMENTS THROUGH ROQFS) AND NOT SHOWN ON THE
CONTRACT PLANS.

6. EXTERIOR TRANSITE WALLS/SIDING EXIST AT SELECT PORTIONS OF THE FACILITY AS IDENTIFIED ON
THE CONTRACT PLANS. THE CONTRACTOR SHALL REMOVE THE TRANSITE WALLS/SIDING AS ACM
PRIOR TO DEMOLITION.

7. THE CONTRACTOR SHALL REMOVE ACM CEILING INSULATION FROM THE LOCATIONS INDICATED ON
THE CONTRACT PLANS. THE ACM IS APPLIED TO THE CONCRETE CEILING DECK AND IS COVERED
BY LAYERS OF CORK INSULATION, STYROFOAM INSULATION AND FIBERGLASS PANELING. THE
CONTRACTOR SHALL REMOVE ALL CEILING LAYERS AS ACM AND CLEAN THE CONCRETE DECK FREE
OF RESIDUE.

8. BROWN SEALANT ASSOCIATED WITH DUCTWORK SEAMS HAS BEEN DETERMINED TO BE ACM. THE
CONTRACTOR SHALL REMOVE AND DISPOSE OF THE SEALANT AND IMPACTED NON-WASHABLE
COMPONENTS AS ACM. ADDITIONALLY, VIBRATION DAMPENER FABRIC ASSOCIATED WITH THE
DUCTWORK SHALL BE REMOVED BY THE CONTRACTOR AS ACM.

ESTIMATED QUANTITY
PH.IA PH. Il PH. 111 PH. IV

ks CEILING INSULATION SF 2,400 - - -

ACMTO BE REMOVED UNITS

WINDOW CAULK/GLAZING SF QUANTITY INCLUDED ON AA-101

-~~~ | EXTERIOR WALL COATING SF QUANTITY INCLUDED ON AA-101

o | TRANSITE WALL/SIDING SF - 3,300 - -

HVAC DUCTWORK SEALANT| SF - 400 - -

SILVER PAINT SF QUANTITY INCLUDED ON AA-101

FLANGE GASKETS SF QUANTITY INCLUDED ON AA-101

LEGEND:

E — j APPROXIMATE LIMITS OF INDIVIDUAL
— BUILDING SECTION

## DESIGNATES BUILDING SECTION
NUMBER

20 0 20

SCALE IN FEET

WARNING

IT IS A VIOLATION OF SECTION 7209, SUBDIVISION 2, OF THE NEW YORK STATE
EDUCATION LAW FOR ANY PERSON, OTHER THAN THOSE WHOSE SEAL APPEARS

ON THIS DRAWING, TO ALTER IN ANY WAY AN ITEM ON THIS DRAWING. IF AN 1 2/3/20 UPDATED ESTIMATED QUANTITY TABLE
ITEM IS ALTERED, THE ALTERING ENGINEER SHALL AFFIX TO THE ITEM HIS SEAL
AND THE NOTATION "ALTERED BY” FOLLOWED BY HIS SIGNATURE AND THE DATE NO. DATE DESCRIPTION
OF SUCH ALTERATION, AND A SPECIFIC DESCRIPTION OF THE ALTERATION. REVISIONS
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J.J.C.
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ASBESTOS ABATEMENT NOTES:

1. CONTRACTOR SHALL BE RESPONSIBLE FOR VISITING THE JOB SITE AND
DETERMINING ALL QUANTITIES, MEASUREMENTS, AND ANY OTHER CONDITIONS
RELATIVE TO THE ENTIRE PROJECT. THE DRAWINGS ARE ONLY A DIAGRAMMATICAL
REPRESENTATION OF THE WORK AREA AND MAY NOT CONSTITUTE THE ACTUAL
QUANTITIES AND LOCATIONS OF THE MATERIAL. CONTRACTOR IS RESPONSIBLE

' FOR CONFIRMATION OF THE ACTUAL TOTAL QUANTITIES AND LOCATIONS OF THE

WORK PRIOR TO BIDDING.

I
I
I 2. ALL WINDOWS ASSOCIATED WITH THE WESTERN PLANT SHALL BE REMOVED AS
I H ACM. WINDOW ABATEMENT SHALL INCLUDE THE REMOVAL AND DISPOSAL AS ACM
I 1 OF ALL CAULK, GLAZE, SEALANTS, FLASHING, MASTIC AND RESIDUE ASSOCIATED
WITH THE WINDOWS AND WINDOW OPENINGS. THE ABATEMENT CONTRACTOR SHALL
I | REMOVE THE WINDOWS, INCLUDING FRAME, IN ITS ENTIRETY. UNLESS OTHERWISE
APPROVED BY THE CONSTRUCTION MANAGER, THE CONTRACTOR SHALL BE
I RESPONSIBLE FOR REMOVAL OF ALL WINDOWS AS ACM REGARDLESS OF WHETHER
il OR NOT THEY ARE SHOWN ON THE CONTRACT PLANS, INCLUDING WINDOWS
I ASSOCIATED WITH ROOFTOP STAIR TOWERS AND OTHER STRUCTURES.
I
I
I
L]

3. ALL FLANGE GASKETS ASSOCIATED WITH MECHANICAL EQUIPMENT SUCH AS PIPING,
PUMPS, FANS AND BLOWERS THROUGHOUT THE FACILITY SHALL BE REMOVED AS

" ACM UNLESS OTHERWISE APPROVED BY THE CONSTRUCTION MANAGER. THE

LOCATION OF THE GASKETS IS WIDESPREAD THROUGHOUT ALL LEVELS OF THE

1 FACILITY (BASEMENTS THROUGH ROOFS) AND NOT SHOWN ON THE CONTRACT

S T T — — — — — — T m— — — — PLANS.

COPING AND CAPSTONES AT THE ROOFS OF THE WESTERN PLANT ARE IMPACTED
BE VARIOUS ACM COATINGS, SEALANTS, CAULKS, MEMBRANES AND VAPOR
BARRIERS, ALL OF WHICH SHALL BE REMOVED AS ACM BY THE CONTRACTOR.
IMPACTED COPING/CAPSTONES MAY BE REMOVED IN THEIR ENTIRETY AS ACM OR
CLEANED TO BE FREE OF ACM COATINGS, SEALANTS, CAULKS, MEMBRANES AND
VAPOR BARRIERS TO THE SATISFACTION OF THE 3RD PARTY PROJECT MONITOR
PRIOR TO DISPOSAL/RECYCLING AS NON—ACM.

5. ROOFING ABATEMENT SHALL INCLUDE THE REMOVAL AND DISPOSAL AS ACM OF
ALL ROOFING COMPONENTS INCLUDING ASSOCIATED FLASHING TARS, FELTS,
MEMBRANES, PATCHING COMPONENTS, PAINTS AND CAULKING DOWN TO THE
SUBSTRATE /DECK IN THE ACM IMPACTED ROOFING AREAS.

| ' i ESTIMATED QUANTITY
] [] " ACMTO BE REMOVED UNITS
PH. IA PH. Il PH. 11l PH. IV
H 1 f COPING MEMBRANE
- L ¥ SF 2,415 2,800 2,700 1,335
& SEALANTS
» . ' THAHHH CAPSTONE COATING SF 190 520 - 730
FLASHING SF 850 825 - 825
— .AI_____J__T______I___ug.k.. —-_— 1 |
I I I I I TRANSITE ROOFING SF - 1,125 - -
| | | | | oo | [ [om | |
e e e e e e ] )| wenomme | s | - | s | - |
| F I g HOT MOP SF - - - 4,500
| I ! I 228 . ASPHALT ROOFING SF 50 - - 120
| I VAPOR BARRIER SF - - 5,000 -
'_._i | I ] I_ T e e = PENETRATION TAR SF - - 100 -
L7 P
L i i DUCTTAR SF - - 72 -
. . '
L] L] I | | | FLANGE GASKETS SF QUANTITY INCLUDED ON AA-101
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TUNNELS PREVIOUSLY DEMOLISHED TUNNELS PREVIOUSLY DEMOLISHED 20 0 20
SCALE IN FEET
PROJ. ENG.: CLIENT:; JOB TITLE AND LOCATION: LIRO JOB NO-:
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O TS DRAMNG.TO ALTER INCANY Wiy AN ITEM ON. THHS BRANNG. - IF AN 1 2/3/20 | UPDATED ESTIMATED QUANTITY TABLE J.J.C.
ITEM IS ALTERED, THE ALTERING ENGINEER SHALL AFFIX TO THE ITEM HIS SEAL LiRo Bngineers, Inc. ASBESTOS ABATEMENT PLAN AA_ 105
AND THE NOTATION "ALTERED BY’ FOLLOWED BY HIS SIGNATURE AND THE DATE NO. DATE DESCRIPTION 690 Delomsare Averse DRAWN BY: DATE: SCALE: FACILITY ROOES
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